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JAMB . —
\y FOR EXTENDED LIP: (DIM “A” DOOR - TO JAMB EDGE)
: DASH NO. | DIM "A” DASH NI, DIM *A” DASH NO. | DIM “A*
| @ NONE 1.06 -05 2.00 -10 2.63
N I -01 1.50 -06 2.13 -11 2.75
A= -02 1.63 -07 2.25 -12 2.88
STANDARD UNIT FITS DIM, “A” -03 1.75 -08 2.38 -13 3.00
UP TO 1.06" (SEE DASH NO.) o4 s 09 > %0

JAME FPREFARATILN I

INSTALLATION INSTRUCTIONS I

1. PREPARE DOOR JAMB PER DRAWING.

2. INSTALL MOUNTING CLIPS TO JAMB USING 8-32 x 378 SCREWS
& PRESSED METAL NUTS. LEAVE SCREWS SLIGHTLY LOOSE TO
PERMIT EASY ALIGNMENT OF CASE ASSEMBLY & CLIPS.

[fk SPACERS ARE PROVIDED TO ASSURE FLUSH FINAL ASSEMBLY OF
FACE PLATE & JAMB. ADD ONE OR MORE SPACERS BETWEEN JAMB
& MOUNTING CLIP WHEN FACE PLATE EXTENDS BEYOND THE JAMB.
WHEN THE FACE PLATE SETS INSIDE THE JAMB, SPACERS MUST
BE ADDED BETWEEN THE MOUNTING CLIP & THE ELECTRIC STRIKE
FACE PLATE. SEE DETAIL "A” TO ATTACH SPACER TO MOUNTING
CLIP. REMOVE PROTECTIVE COATING FROM SPACER & PRESS T0O
DESIRED MOUNTING CLIP SURFACE. MAKE SURE CLEARANCE HOLE
IN SPACER ALIGNS WITH HOLE IN MOUNTING CLIP.

4. ATTACH SUBCOVER AND FACE PLATE TO THE CASE

ASSEMBLY USING FOLR 8-32 X 1/4 SCREWS.

5. USING WIRE NUTS PROVIDED, CONNECT WIRES COMING

FROM THE STRIKE TO THE WIRES COMING FROM THE LOW
VOLTAGE SIDE OF THE TRANSFORMER.

6. INSERT ELECTRIC STRIKE INTO JAMB AND ATTACH TO

THE CLIPS USING TWO #12 COMBINATION SCREWS.

7. SECURE 8-32 SCREWS HOLDING MOUNTING CLIPS TO JAMB.

STATIC STRENGTH
1500 Ibs.

DYNAMIC STRENGTH
70-foot-pound-force

ENDLRANCE
230,000 cycles

AOAMS RITE MANUFACTURING COMPANY
CA 91748

CITY OF INDUSTRY,

7110 ELECTRIC STRIKE
FOR ALUMINUM JAMB WITH
A-R 4500/4700 DEADLATCHES

REF. TEMPLATE NO.

¢ 52035-0

PART NO. : 80-0180-379
REV. t C

ECN : 9580

DATE : 03-06-97
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DETAIL A

R

8-32 X 3/8

(2 REQUIRED)

SOLENOID
LEADS

12-24 COMBINATION
SCREW (2 REQUIRED)




INSTALLATION INSTRUCTIDNS

. PREPARE DOOR JAMB PER DRAWING.

TRANSFORMER.

. INSERT ELECTRIC STRIKE INTO JAMB.

ATTACH WITH TWO #12 COMBINATION SCREWS.

. ATTACH SUBCOVER AND FACE PLATE TO THE CASE ASSEMBLY USING FOUR 8-32 X 1/4 SCREWS.

. USING WIRE NUTS PROVIDED, CONNECT WIRES FROM SOLENOID TO THE WIRES COMING FROM THE LOW VOLTAGE SIDE OF THE

STATIC STRENGTH
1500 Ibs.

DYNAMIC STRENGTH
70-foot-pound-force

ENDURANCE
250,000 cycles

ELECTRIC STRIKE DIMENSIONS JAMB FREFPARATILIN .
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(Y J FOR EXTENDED LIP: (DIM “A" OOOR - T0O JAMB EDGE) IEFIEEAAWO
P
DASH NO. OIM “A" DASH NO. 0IM "A" DASH ND. DIM “A” «F
STANDARD UNIT FITS DIM, “A" NONE | o6 05 50 o 563
WP 70 1 17167 (SEE DASH ND.) == 0 5 213 T P NOTE: WHEN DOOR STLENCERS
‘ ‘ ‘ ARE USED ON FRAME,
-02 1.63 -07 2.25 -12 2.88 ADJUST STRIKE
LOCATION TO ENSLRE
-03 1.75 -08 2.38 -13 3.00 COMMON LATCH AND
o1 | 09 550 STRIKE CENTERLINES.

CITY OF

INDUSTRY, CA 91748

FOR WOOD JAMB WITH

A-R 450074700 DEADLATCHES

REF. TEMPLATE NO. : 52030-0

PART NO. : B0-0180-357
REV. :

ECN ;8580

DATE . 03-06-97

JAMB

WIRE NUTS
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12-24 COMBINATION

SCREW (2 REQUIRED)

ELECTRIC STRIKE







