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INSTALLATION INSTRUCTIONS

. PREPARE DOOR JAMB PER DRAWING

. INSTALL MOUNTING CLIPS TO JAMB USING 8-32 x 3/8 SCREWS

& PRESSED METAL NUTS. LEAVE SCREWS SLIGHTLY LOOSE 7O
PERMIT EASY ALIGNMENT OF CASE ASSEMBLY & CLIPS

[ﬁk SPACERS ARE PROVIDED TO ASSURE FLUSH FINAL ASSEMBLY OF

FACE PLATE & JAMB. ADD ONE OR MORE SPACERS BETWEEN JAMB
& MOUNTING CLIP WHEN FACE PLATE EXTENDS BEYOND THE JAMB
WHEN THE FACE PLATE SETS INSIDE THE JAMB, SPACERS MUST

BE ADDED BETWEEN THE MOUNTING CLIP & THE ELECTRIC STRIKE
FACE PLATE. SEE DETAIL "A" TO ATTACH SPACER TO MOUNTING
CLIP. REMOVE PROTECTIVE COATING FROM SPACER & PRESS TO

DESIRED MOUNTING CLIP SURFACE. MAKE SURE CLEARANCE HOLE

4, ATTACH SUBCOVER AND FACE PLATE TO THE CASE
ASSEMBLY USING FOUR B-32 X 1/4 SCREWS

5. USING WIRE NUTS PROVIDED, CONNECT WIRES COMING
FROM THE STRIKE TO THE WIRES COMING FROM THE LOW
VOLTAGE SIOE OF THE TRANSFORMER

6. INSERT ELECTRIC STRIKE INTO JAMB AND ATTACH TO
THE CLIPS USING TWO #12 COMBINATION SCREWS.

7. SECURE 8-32 SCREWS HOLDING MOUNTING CLIPS TO JAMB
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