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Adams Rite Europe Limited.
The Meadows, Cannock Road, Wolverhampton, West Midlands. WV10 ORR.

Technical Support: 0845 873 4837
Customer Services: 0845 873 4838
Fax: 0845 873 4839
Web: www.adamsrite.co.uk

Cylinder Guard 
Installation Instructions

1. Check lock instructions for distance
    from door edge ‘x’, then mark centres
    of holes to dimensions shown.  

OutsideDoor face

            2. Drill holes
                (See reverse for dimensions).  

3. Insert cylinder & secure through 
    lock case using screw provided 
    with lock / cylinder.

4. Fit cylinder guard by clamping 
    either side of cylinder with 
    screws provided (as shown).

5. Cut screws to req’d length.
    (Door thickness + 10mm)

Note! It is recommended that a threadlocking
         compound is used (Loctite 222 or equivalent)
         on escutcheon retaining screws.
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Note:-
Hole (a) = Ø8.0mm
Hole (b) = Ø8.5mm
Hole (c) = Ø19.0mm
Hole (d) = Ø11.0mm
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Holes (a) are NOT required
on inside face of door.

Only drill required holes.

Cylinder Guard Preparation
Detail

(NOT TO SCALE)

x

Check lock instructions for 
offset from door edge.
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